HUNTER IMMS SITE INTERFACE (1) CONDUIT AND FITTINGS TO POWER
@mo%om INSTALL PER LOCAL CODE

330mm

CONDUIT AND FITTINGS PER LOCAL oOcm®

@ooz%o_._.mm MODULE AND WIRING PANEL

HUNTER ICC-SS OR ICC-M ooz%o_._.mm@

18—5 CABLE FROM SITE INTERFACE TO

@ooz%o_._.mm, MAX CABLE LENGTH FROM
CONTROLLER INTERFACE NOT TO EXCEED
1.8m.

CONDUIT TO SENSOR:
RAIN/FREEZE/FLOW—CLIK ONLY W/ ICC

GCBL CABLE FROM SITE INTERFACE TO

JUNCTION BOX (5) CONTROLLER INTERFACE

CONDUIT FOR REMOTE CONTROL VALVE
WIRING

MOUNT CONTROLLER AND CONTROLLER
@_zamm_ﬁom FIRMLY TO INTERIOR OR
EXTERIOR WALL PER LOCAL CODES.

GCBL/POTS COMMUNICATION LINE (7)

*NOTE*
__ 0 0 w _ n__n m __ =/_ n__n m m ﬂ> O m THIS DETAIL SHOWS COMMUNICATION OPTIONS FROM SITE INTERFACE TO CENTRAL

XX OF DIAL-UP MODEM OR HARD WIRE. COMMUNICATION OPTIONS NOT SHOWN BUT
SCALE: 1:12 Mwomter” IRRIGATION DETAIL - avai ABLE INCLUDE CELLULAR AND UHF RADIO.




